REMARKS 

Applicants thank the Examiner for the very thorough consideration uiven the mx-sent 
application. Claims 1,5, 6, 12 and 15-16 are currently pending in this application. No new mailer 
has been added by way of the present amendment Fo ^ o\ . e . < y< ,s mcwm,. j w 
the Specification at, for example, page 11, lines 23-27 and page 14. lines 1 6-20. Accordingly, no 
new ■natter has beer- added. 

In view of the amendments and remarks herein. Applicants respectfully request that the 
samme i v all ou lding rejections and al!< * aly p* dam 

Issues Under 35 U.S.C i 03(a) 

^ % ~ N^Lvi.Si c ; 1-3 and 6 i ler 35 U.S 
103(a) as being obvious over Jenkins et al. (U.S. 5,637,143} ("Jenkins") in view of Schraid ei ai. 

(U.S. - M £ . \ H x , | 

Xu <l ,v " ! N ' ' 5 nai urns the previous rejection of claims 12 and 15 as being 
obvious over Jenkins in view of Schraid, Mei and Shimizu et ah (U.S. 4,842,837) rShmrizu''). 
Applicants respectfully traverse. 

As previously discussed (see. for example. Response Hied on August 25, 2010), Jenkins 
does not teach or suggest a coat comprising a molybdenum oxide and/or molybdenum hydrate 
that is covered with silica. Schraid fails to cure the deficiencies of Jenkins, as this reference does 
not f any way teach or suggest coating with a molybdenum oxide and/or hydrate, Mei fails to 
l< 5 v v v ^ - c „ ^ Mope ooj 

should be withdrawn. 

Moreover, Applicants submit that the present invention achieves superior and unexpected 
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cases, the Si content is particularly low and gas generation cannot be suppressed, and therefore, 
such a sample cannot be used as an aluminum pigment for a water-based naint (see ihxoeranems 
2-3). When the Mo content is higher than that defined in claim 1 of the present application, the 
aluminum pigment agglomerates, resulting in lack of stability and considerable degradation of 
the color tone (see Experiment 6). 

^ w-. s u o \jVM nenls ^ \> } sh > v ^ 

from a silica coat is too low, generation of hydrogen gas in the water-based paint cannot be 
suppressed. When the Si content is too high, the silica layer is too thick, which results in 
degradation of the color tone of the pigment itself (see Experiment 10). 

In view of the above, reconsideration and withdrawal of this rejection are respectfully 
requested. 

Caficiuswt 

All of the stated grounds of rejection have been properly traversed, accommodated, or 
rendered moot. Applicants therefore respeeiildiY request that the Examiner reconsider ai) 
presently outstanding rejections and objections and that they be withdrawn, h is believed that a 
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present application is in condition for allowance. 
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application, ihe uxaminer is respectfully requested to contact Vanessa t > \ Registration 
x ° % s 1 q>ho e nun v. s < * conduc a: nterv ev s h i 

ei'i'ori to expedite prosecution in connection with the present application. 

I! necessary, ihe Director is hereby authorized in this, concurrent, and future replies to 

overpayment to Deposit Account No. 02-2448. 

Hated: pj; ym Respectful i y submitted, s 

// :/ Craig A. Mc Robbie : i 
Reg on on 4o 428 - "" ' ' 
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Enclosure: Declaration under 37 C. P. R. 1.1 32 by Yoshiki Hashizume 
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